50kW Fastest EV Electric Car Charger Vertical
Factory

Designed for commercial and fleet applications, this 50kW EV electric car charger
delivers rapid charging performance for all electric vehicles with CCS2 or GB/T
connectors. Its vertical cabinet design ensures easy installation, minimal footprint,
and efficient heat dissipation, making it ideal for public charging stations, parking
lots, and highway service areas.

Engineered by a trusted vertical factory, this charger guarantees top-tier quality,
real-time monitoring, and robust protection features. With user-friendly interface
and OCPP compatibility, it’s the fastest and most reliable choice for EV infrastructure

expansion.
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Our industrial 50kW EV Electric Car Charger delivers enterprise-level performance
for fleet operators, charging network providers, and commercial facility managers.
Engineered for high-utilization environments, this solution combines rapid charging
capability with robust hardware and intelligent management systems to maximize
ROLI.

50kW Fastest EV Electric Car Charger:



Ttem Value

Place of Origin Jiangxi, China

Model Number RHDC50K-YJG

Brand Name RUTHUA

Interface Standard CCS CHADEMO GBT Type 1 Type 2
Output Current 200A

Output Power 50-180KW, 30/40/60/80/100/120KW
Input Voltage 400Vac+/-15%

Product Category DC fast ev charger

Output voltage 1000V/DC

Charging Standards CCS/CHAdeMO/GB/T/Type2

0CPP OCPP 1.6 JSON (OCPP 2.0 Optional)
Cable length 5M( 10m/15m Customize)

Certificate CE

Application Electric Vehicle Charging

IP Level IP65

Communication Ethernet/4G/Wifi/OCPP 1.6] (optional)

High—Speed Charging Performance

With 50kW DC output power, this charger provides ultra-fast charging for all major
EVs. It's suitable for daily charging or emergency top-ups at highways, commercial
buildings, bus depots, and parking lots.

Vertical Space—-Saving Design

The upright structure is optimized for limited installation areas. With a small
footprint and integrated cable management, the unit is convenient for urban
environments.

Multiple Interface Options

Equipped with dual standard connectors (CCS2 and GB/T), it supports most electric
vehicle protocols. Optional OCPP 1.6J protocol support allows seamless connection
to cloud-based management platforms.

Smart Charging Management



Integrated with intelligent control systems, the charger offers features such as
dynamic load balancing, real-time data reporting, user authentication via RFID, and
app/QR code support.

Durable and Weather—Resistant

Designed with IP65 protection, the charger is dustproof, waterproof, and built to
withstand outdoor use in all weather conditions. It operates reliably in a wide
temperature range from -30°C to +55°C.

Safety First

Embedded with multiple protection features, including overvoltage, overcurrent,
short circuit, overheating, and ground fault protection, ensuring safety for both the
charger and the vehicle.

Custom Branding & OEM/ODM Support

As a direct EV charger factory, we support customization of logo, color, interface
screen, and housing design to match your brand identity. Bulk orders and private
labeling are welcome.



